
Compliant with ADSL standards
  Full-rate ANSI T1.413 Issue 2 and ITU G.dmt (G.992.1) standards
  Splitterless ITU G.lite (G.992.2) specification
  ADSL over POTS (Annex A) and ADSL over ISDN (Annex B)
DMT modulation and demodulation
Full-rate adaptive modem
  Maximum downstream rate of 8 Mbps
  Maximum upstream rate of 1 Mbps
Tone detection for low power mode
Supports splitterless ADSL implementation
ATM protocols (firmware dependent)
LAN mode
  Bridged/Routed Ethernet over ATM (RFC 1483)
  Classical IP over ATM (RFC 1577)
WAN mode
  PPP over ATM (RFC 2364)
  PPP over Ethernet (RFC 2516)
ATM Forum UNI 3.1/4.0 PVC
Up to 8 VCs (Virtual Circuits)
ATM SAR (Segmentation and Reassembly)
ATM AAL5 (Adaption Layer type 5)
OAM F4/F5
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AWL-1000G
Our ADSL Wireless Router AWL-1000G let you access the Internet from almost anywhere sand 
extend the reach of the Internet throughout your home or office.
The AWL-1000G includes 64 and 128-bit WEP (Wired Equivalent Privacy) encryption for superior 
security and protect your privacy and important data from hackers. Compatible with all 802.11g 
draft standard and 11 Mbps 802.11b wireless standard products, AWL-1000G automatically adjust to 
the fastest rate 54 Mbps possible to always provide you with the speed you need.
This powerful wireless router integrates with 802.11g Wireless Access Point, 4-Port Ethernet Switch 
and Router, provides seamless connectivity with both wired and wireless networks.




